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July 29, 2019
W.0O. 6960-A7-SC
Ocean Breeze Ranch
5820 West Lilac Road
Bonsall, California 92003

Attention: Mr. Jim Conrad

Subject: Response to OBR Project Issues Checklist, Latest Date of July 3, 2019,
Project Number# PDS2016-TM-5615, PDS2016-MUP-16-012, PDS2016 -
MUP-16-013, by County of San Diego.

References: 1. “Project Name: Ocean Breeze Ranch, Project Number PDS2016-TM-5615, PDS2016-
MUP-16-012, PDSD2016-MUP-16-013, Planning & Development Services (PDS) Planning
and CEQA Comments,” latest date of July 3, 2019, by County of San Diego

2. “Addendum to the Percolation Feasibility Study, Planning Area 3 of Ocean Breeze Ranch,
Including Residences R7 and R8, and Barn B9, Community of Bonsall, San Diego County,
California,” W.0. 6960-A6-SC, dated May 17, 2019, by Geosoils, Inc.

3. “Percolation Feasibility Study, Planning Area 3 of Ocean Breeze Ranch, Including
Residences R7 and R8, and Barn B9, Community of Bonsall, San Diego County, California,”
W.0O. 6960-A6-SC, dated May 6, 2019, by Geosoils, Inc.

Dear Mr. Conrad:

In accordance with the request of Mr. Pete Fagrell, this summary report presents the
responses to the subject checklist, prepared by the County of San Diego. The scope of
our services has included a review of the referenced documents, performance of a
additional drilling to satisfy County review comments, analysis of data, and preparation of
this response narrative. For convenience, portions of the Checklist are reproduced below,
in italics, followed by our response.

REVIEW RESPONSE

Review Comment No. 1-10.

DEH has reviewed the Percolation Feasibility Study and the subsequent Addendum to the
Percolation Feasibility Study for the proposed Subdivision that were received by PDS on
4/24/19. The following items must be addressed before DEH can recommend approval of
the project.



Response to Comment No. 1-10.

Acknowledged.

Review Comment No. 1-11.

The groundwater borings (GW1-GW11) completed as part of the percolation testing were
drilled between 4/16/19 and 4/19/19. All these excavations were backfilled on the day that
they were drilled, according to the boring logs provided. The excavations at GW3 and GW9
indicate that water seepage zones were encountered at 7’-8’. None of the excavations had
piezometers installed for the purposes of groundwater monitoring. The Percolation
Feasibility Study indicates that groundwater levels during March 2014 were encountered at
13.5" to 15.5° below existing grade along the northern edge of PA-3. Groundwater
measurements at those levels, following a three-year period of below normal precipitation,
are concerning. The rainfall totals (July1-June 30) for the Fallbrook station were shown to
be 10.27” for 2011-2012, 8.35” for 2012-2013, and 6.99” for 2013-2014. All well below the
14.13” average reading. DEH requests that piezometers be installed to a depth of at least
20’ at the lowest proposed elevations for the primary/reserve leach field areas at B9, R7, R8
and parcels 382, 394 and 395. The applicant should notify DEH once these have been
installed so that measurements can be taken.

Response to Comment No. 1-11.

Six (6) borings (see the Appendix) were advanced within Planning Area 3 of the site, in the
vicinity of the proposed R7, R8, and B9 leach fields, as well as parcels 382, 394 and 395,
and were extended to depths of ranging from about 14'% feet (refusal) to 22 feet below
existing grade for the installation of piezometers, and DEH was notified. The groundwater
data is summarized in the following table, and the locations of the borings are shown on
re-revised Plates 1 and 2.

B-1 B-4 @ B5@ | B-6@
LOCATION/TOTAL DEPTH (FT) @ B-9 Shop/ 31:1/@??;/ £ :Z,C..I‘D.DRS Lot 395 Lot 394 | Lot 382
19%’ TD 2 19%’ TD 20'TD 20'TD
APPROX. BORING ELEVATION (FT) 204.00 204.00 206.00 212.00 229.00 266.00
WATER DEPTH (FT)
7.18-19 14.75 12.00 13.00 12.50
wiUER EH2 ST () 189.25 192.00 193.00 199.50
7-18-19
WATER DEPTH (FT)
7.19-194 14.75 12.00 12.75 12.50
wUER EH2ES TN () 189.25 192.00 193.25 199.50
7-19-19
Ocean Breeze Ranch W.0. 6960-A7-SC
Response to County, Bonsall July 29, 2019
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B-1 B-4 @ B-5 @ B-6 @
LOCATION/TOTAL DEPTH (FT) @ B-9 Shop/ B;fy@?;/ B'SZ%DRB Lot 395 Lot 394 | Lot 382
19%’ TD z 19%’ TD 20'TD 20'TD
FINAL WATER DEPTH (FT)
7.27-19 14.75 12.25 11.25 12.25
G ERIE LEV IO ) 189.25 191.75 194.75 199.75
7-27-19
LOWEST PERCOLATION BOTTOM
ELEVATION (FT) 200.00 200.00 202.00 208.00 225.00 262.00
NOTES >5 FEET > 5 FEET >5 FEET >5 FEET No No
Separation Separation Separation Separation GW GW

Review Comment No. 1-12.

The proposed leach field area shown for R8b is directly adjacent to the water line easement.
Revise the leach field location to allow for the 25’ setback from the water line or 10’ from the
easement, whichever is greater.

Response No. 1-12.

Acknowledged. The revised location of the leach field is shown on re-revised Plate 2.

Review Comment No. 1-13.

The Percolation Feasibility Study (page 8) suggests 200’ of leach line for B9(Shop) in the
table at the top of the page. A commercial criteria design for B9 that would require 20’ of
leach line is suggested in the table at the bottom of page 8. The percolation test report on
Plate C-18 suggests 300’ of leach line be applied for B9. DEH cannot support the
commercial but can support the other two designs. Please clarify which design is to be
used.

Response No. 1-13.

Assuming that the structure will be a barn/shop with a bathroom and a sink, then 200 feet
of leach line is satisfactory, from a geotechnical viewpoint.

Review Comment No. 1-14.

The Percolation Feasibility Study (page 8) mentions 200% reserve area requirements which
are no longer required since the adoption of the LAMP in 2015. All proposed leach field
designs require 100% reserve area only. Minimum lot sizes are no longer applied for lots
with percolation rates over 60MPI.

Ocean Breeze Ranch W.0. 6960-A7-SC
Response to County, Bonsall . July 29, 2019
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Response No. 1-14.

Acknowledged.

The opportunity to be of service is sincerely appreciated. If you should have any
questions, please do not hesitate to contact our office.

Engineering Geologist,

JPF/DWS/jh

Attachments: Appendix - Boring Logs
Re-Revised Plate 1 - Potential Leach Field Map PA-3
Re-Revised Plate 2 - Potential Leach Field Map Building Sites R7, R8, B9

Distribution: (1) Addressee (email)
(4) Helios Property Solutions LLC, Mr. Peter Fagrell (wet sign/stamp & email)

Ocean Breeze Ranch W.0. 6960-A7-SC

Response to County, Bonsall . July 29, 2019
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APPENDIX

BORING LOGS

GeoSoils, Inc.



UNIFIED SOIL CLASSIFICATION SYSTEM CONSISTENCY OR RELATIVE DENSITY
Major Divisions Group Typical Names CRITERIA
Symbols
Well-graded gravels and gravel-
o @ GwW sand mixtures, little or no fines Standard Penetration Test
83| §°¢ _
o 55< @) g Poorly graded gravels and Penetration ‘
H » g B o GP gravel-sand mixtures, little or no Resistance N Relative
® oeggfz fines (blows/ft) Density
& | &535
P G} 2 &7 _ oM Silty gravels gravel-sand-silt 0-4 Very loose
'(g z Q8¢ % < mixtures
-5 *g 5 S 4-10 Loose
2o Clayey gravels, gravel-sand-clay
s & GC K .
S c mixtures 10-30 Medium
(O}
H O
@ ; oW Well-graded sands and gravelly 30-50 Dense
85 o c o sands, little or no fines
ow 5. > [ie]
c o 52 o g > 50 Very dense
< X O n X
= w3 T~ Sp Poorly graded sands and
4} T c § o gravelly sands, little or no fines
S §2 a2
@ E @ § SM Silty sands, sand-silt mixtures
°8g B8
aQ & 2 l_% Clayey sands, sand-clay
SC mixtures
Inorganic silts, very fine sands, Standard Penetration Test
ML rock flour, silty or clayey fine
” sands
® T= 98 ] Unconfined
3 OEo Inorganic clays of low to Penetration Compressive
'g g g ‘? cL medlugn pllastlcrq_/Ii gr:lzlvellyI clays, Resistance N Strength
g X sandy clays, silty clays, lean .
P S 25§ Clays (blows/ft) Consistency (tons/ft?)
32 @
3 % Organic silts and organic silty <2 Very Soft <0.25
c 3 oL clays of low plasticity
c & 2-4 Soft 0.25 - .050
G a
b Inorganic silts, micaceous or .
£ g o R MH diatomaceous fine sands or silts, 4-8 Medium 0.50-1.00
= F=3 elastic silts ]
° o Ec 8-15 Stiff 1.00 - 2.00
g ° ) g Inorganic clays of high plasticity,
e S35 CH fat clays 15 -30 Very Stiff 2.00 - 4.00
0 = =
878
o oH Organic clays of medium to high >30 Hard >4.00
plasticity
. . . Peat, mucic, and other highly
Highly Organic Soils PT organic soils
3" 3/4" #4 #10 #40 #200 U.S. Standard Sieve
Unified Soil Gravel Sand Silt or Clay
Classification Cobbles ) : )
coarse fine coarse medium fine
MOISTURE CONDITIONS MATERIAL QUANTITY OTHER SYMBOLS
Dry Absence of moisture: dusty, dry to the touch trace 0-5% C Core Sample
Slightly Moist Below optimum moisture content for compaction few 5-10% S SPT Sample
Moist Near optimum moisture content little 10-25% B Bulk Sample
Very Moist Above optimum moisture content some 25-45% — Groundwater
Wet Visible free water; below water table Qp Pocket Penetrometer

BASIC LOG FORMAT:

Group name, Group symbol, (grain size), color, moisture, consistency or relative density. Additional comments: odor, presence of roots, mica, gypsum,

coarse grained particles, etc.

EXAMPLE:
Sand (SP), fine to medium grained, brown, moist, loose, trace silt, little fine gravel, few cobbles up to 4" in size, some hair roots and rootlets.

File:Mgr: c;\SoilClassif.wpd
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GeoSaoils, Inc. BORING LOG
PROJECT: OCEAN BREEZE RANCH
5820 W. Lilac Road W.O. 6960-A7-SC BORING B-1 SHEET _1  OF _1

SAMPLE METHOD: Truck Mounted Rig, 6-8" Auger

DATE EXCAVATED 7/18/19 LOGGED BY: MJS

APPROX. ELEV.: 204' MSL

Sample
. E (‘é g g § Material Description
£ S| i@ & = | 2
£l<|2] 28] 2]3]|3
o | 3| € 5 19} = o T
[a] m| D [ =] @) = (%]
0 SM QUATERNARY ALLUVIUM:
] @ 0' SILTY SAND, light olive brown, dry, loose.
1 @ 4' As per 0', damp.
5 —
1 SP @ 6' SAND, slight yellowish brown, damp, loose to medium dense; fine to
] medium grained, scattered subangular pebbles, micaceous.
107 @ 10' As per 6', dark yellowish brown, moist to wet.
15 @ 15' Groundwater encountered.
1 @ 16' SAND, interbedded dark yellowish brown and dark gray brown,
] saturated, loose; fine to coarse grained, scattered subrounded pebbles,
] micaceous.
20 Total Depth = 193"
1 Groundwater @ 15' (@16' 7/18/19)
, Backfilled 7/27/19
25
30

M Standard Penetration Test
[ Undisturbed, Ring Sample

¥ Groundwater
Seepage

0

GeoSoils, Inc.

A-2
PLATE




GeoSaoils, Inc. BORING LOG
PROJECT: OCEAN BREEZE RANCH
5820 W. Lilac Road W.O. 6960-A7-SC BORING B-2 SHEET 1  OF _1

SAMPLE METHOD: Truck Mounted Rig, 6-8" Auger

DATE EXCAVATED 7/18/19 LOGGED BY: MJS

APPROX. ELEV.: 204' MSL

Sample
° 3 ~ | &
_ 3 € g I = Material Description
£ ER ) = g | 2
slc|2l 28] 32 |35
o | 3| € 5 19} = o T
[a] m| D [ =] @) = (%]
0 ML OLDER ALLUVIUM:
] @ 0' SANDY SILT, medium brown, dry to damp, medium dense.
57 @ 5' As per 0', dark reddish brown.
1 SM @ 7' SILTY SAND, dark yellowish brown, slightly moist to moist, dense;
] scattered subangular pebbles.
10
SM WEATHERED GRANITICS:
] @ 12' SILTY SAND, light yellowish brown, slightly moist to moist, very
2 4 dense.
15 @ 14' As per 12', yellowish brown, wet.
@ 14' Potential perched water encountered.
| Practical Refusal @ 142
] Potential Perched Water Encountered @ 14'
1 Backfilled 7/27/19
20
25
30

M Standard Penetration Test
[ Undisturbed, Ring Sample

¥ Groundwater
Seepage

0

GeoSoils, Inc.

PLATE




GeoSaoils, Inc.

BORING LOG

PROJECT: OCEAN BREEZE RANCH

5820 W. Lilac Road

W.0. 6960-A7-SC BORI

DATE EXCAVATED 7/18/19

NG B-3

SHEET

1 OF 1

LOGGED BY: MJS

APPROX. ELEV.: 206' MSL

SAMPLE METHOD: Truck Mounted Rig, 6-8" Auger
Sample
° 3 ~ | &
_ 3 € g I = Material Description
£ S| & & = | 2
slc|2l 28] 32 |35
o | 3| € 5 19} = o T
[a] m| D [ =] @) = (%]
0 SM COLLUVIUM:
] @ 0' SILTY SAND, light brown, dry, loose.
, SM OLDER ALLUVIUM:
l @ 22" SILTY SAND, yellowish brown, damp, loose; sporadic granitic
pebbles.
57 SP @ 5' SAND, dark gray brown, damp to moist, loose; fine grained.
i CL @ 9' SILTY CLAY, dark gray brown, moist, soft to medium stiff.
10
i @ 12%' SANDY CLAY, dark olive brown, moist to wet, stiff; granitic sand.
1 @ 14' GRAVELLEY CLAY, gray brown, moist, dense/hard; subrounded
15 gravels.
, @ 15' As per 14', dark reddish brown and dark gray brown.
1 @ 17' SANDY CLAY, dark yellowish brown to olive brown, moist to wet,
] very stiff to hard.
20
Total Depth = 22'
i No Groundwater Encountered
. Backfilled 7/27/19
25
30

M Standard Penetration Test
[ Undisturbed, Ring Sample

0

Groundwater
Seepage

GeoSoils, Inc.

PLATE
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GeoSaoils, Inc. BORING LOG

PROJECT: OCEAN BREEZE RANCH
5820 W. Lilac Road W.O. 6960-A7-SC BORING B-4 SHEET 1 OF 1

DATE EXCAVATED 7/18/19 LOGGED BY: MJS APPROX. ELEV.: 212' MSL

SAMPLE METHOD: Truck Mounted Rig, 6-8" Auger

Sample
° g ~ | &
_ 3 € g | T Material Description
£ S| & & = | 2
slc|2l 28] 32 |35
@ S| e o @ = o T
[a] m | D ) -] @) = (%]
0 SM OLDER ALLUVIUM:
] @ 0' SILTY SAND, light brown, dry, loose.
] @ 1'% SILTY SAND, brown, damp, loose.
i @ 3% SILTY SAND, brown, moist, loose to medium dense.
5 -
i SC/CL| @ 7' CLAYEY SAND/SANDY CLAY, olive brown, wet, medium dense to
i dense.
10
; CL @ 12%2' SANDY CLAY, olive brown, wet, medium stiff to stiff.
| @ 12%%' Groundwater encountered.
15
, @ 1672 SANDY CLAY, yellowish brown, saturated, stiff traces of
i granules.
20 Total Depth = 193"
. Groundwater Encountered @ 127%'
i Backfilled 7-27-2019
25
30
V] S:tandard Penetration Test < Groundwater
[ Undisturbed, Ring Sample ©  Seepage
GeoSoils, Inc. A5

PLATE




GeoSaoils, Inc.

BORING LOG

PROJECT: OCEAN BREEZE RANCH

5820 W. Lilac Road

W.0. 6960-A7-SC BORING B-5

SHEET _ 1 OF 1

SAMPLE METHOD: Truck Mounted Rig, 6-8" Auger

DATE EXCAVATED 7/18/19 LOGGED BY: MJS

APPROX. ELEV.: 229' MSL

Sample
_ 3 8 g S § Material Description
£ 5| & @ = e | 2
£l<|2] 28] 2]3]|3
o | 3| € 5 19} = o T
[a] m| D [ =] @) = (%]
0 sC OLDER ALLUVIUM:
] @ 0' CLAYEY SAND, reddish brown, dry, loose.
, Sc/ / @ 22" CLAYEY SAND/SILTY SAND, brown, moist, loose to medium
| SM 7 dense.
5 :
, sC @ 67%' CLAYEY SAND, brown, moist, medium dense to dense.
10
1 @ 12' CLAYEY SAND, brown, moist, dense.
15
1 SC/CL @ 18' CLAYEY SAND/SANDY CLAY, olive brown, moist, dense/stiff.
20
Total Depth = 20'
) No Groundwater Encountered
] Backfilled 7-20-2019
25
30

M Standard Penetration Test
[ Undisturbed, Ring Sample

¥ Groundwater
Seepage

0

GeoSoils, Inc.

PLATE




GeoSaoils, Inc.

BORING LOG

PROJECT: OCEAN BREEZE RANCH

5820 W. Lilac Road

W.0. 6960-A7-SC BORING B-6

SHEET _ 1 OF 1

SAMPLE METHOD: Truck Mounted Rig, 6-8" Auger

DATE EXCAVATED 7/18/19 LOGGED BY: MJS

APPROX. ELEV.: 266' MSL

Sample

. E é g g § Material Description
£ S| i@ & = | 2
£l<|2] 28] 2]3]|3
5 S| £ o @ > <) ®
[a)] m| D ) -] o = n
0 SM WEATHERED GRANITICS:

] @ 0' SILTY SAND, light brown, dry, loose.

1 @ 4' SILTY SAND, dark brown, moist, loose.
5 -

i CL @ 7' SANDY CLAY, dark brown, moist, medium stiff.
10

1 SC @ 12' CLAYEY SAND, grayish brown, damp, dense.
159 SM @ 15' SILTY SAND, gray, damp, dense.
20

Total Depth = 20'

i No Groundwater Encountered

1 Backfilled 7-27-2019
25
30

M Standard Penetration Test
[ Undisturbed, Ring Sample

¥ Groundwater
Seepage

0

GeoSoils, Inc.

A-7

PLATE




GSI LEGEND

P-6 APPROXIMATE LOCATION OF PERCOLATION
Y — TESTIN A GIVEN PARCEL AREA (GSI, 2019)
P-106 APPROXIMATE LOCATION OF PERCOLATION
Y  — TESTIN A GIVEN PARCEL AREA (THIS STUDY)
/ 7 - - o,ei'/,’o o. 5 GWw-11
i oy L0V LM —  APPROXIMATE LOCATION OF GROUNDWATER
77 P ARCEL, ,39 0 N2 p_102 TV ’zﬁiﬁ?:f” $ TEST BORING IN A GIVEN PARCEL AREA
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ALL LOCATIONS ARE APPROXIMATE

This document or efile is not a part of the Construction
Documents and should not be relied upon as being an

LOT PAD SQ.FT PAD AC. LEASCSFFTlFLD LEACAH;IELD % Potential Leach Field | | | accurate depiction of design.

382 | 39,123sQ.FT. | 0.9AC. | 23,8385Q.FT. | 0.5AC. . |
383 | 44,501SQ.FT. | 1.0AC. | 22,293SQ.FT. | 0.5AC. . .
384 44,375SQ.FT. | 1.0AC. | 22,3155Q.FT. [ 0.5AC. % POtentIaI Starm Watel' BaSIH BMP
385 | 38,892SQ.FT. | 0.9AC. | 19,253SQ.FT. | 0.4AC. ,
386 | 43,784SQ.FT. | 1.0AC. | 22,853SQ.FT. | 0.5AC. . ~
87| 4607850, | L1AC | 23,7257 | 05AC 7/, Fire Management Zone
388 | 43,7215Q.FT. | 1.0AC. | 21,3495Q.FT. | 0.5AC.
389 | 45372SQ.FT. | 1.0AC. | 27,437SQFT.| 0.6AC.
390 | 38,157SQ.FT. | 0.9AC. | 18,507SQ.FT. | 0.4 AC.
391 | 29,833SQ.FT. | 0.7AC. | 16,928 SQ.FT. | 0.4 AC.
392 41,304 SQ.FT. | 0.9AC. | 27,420SQ.FT. | 0.6 AC.
393 38,467 SQ.FT. | 0.9AC. | 18,5935Q.FT. [ 0.4AC.
394 | 32,166SQ.FT. | 0.7AC. | 39,018 SQ.FT.| 0.9AC.
395 161,463 SQ.FT. | 3.7AC. | 44.658 SQ.FT. | 1.0AC. » | , — REVISED PARCEL
396 | 185,039SQ.FT. | 4.2AC. | 20,707SQ.FT. | 0.5AC. g
TOTAL | 872,274 SQ.FT. | 20.0AC. | 358,991 SQ.FT.| 8.4AC.

N
a

GRAPHIC SCALE
0 100 200 400 800

1" = 200°

AVERAGE | 58,152SQ.FT. | 1.3AC. | 22,251SQ.FT. | 0.5AC.

4

e

3/21/2019
PA3 GRADING

POTENTIAL LEACH FIELD MAP

== == Re-Revised Plate 1

w.0. 6960-A6-SC | DATE: 07/19 |scALE: 1" =200'




GSI LEGEND

APPROXIMATE LOCATION OF PERCOLATION TEST IN A GIVEN
PARCEL AREA (GSI, 2019)

APPROXIMATE LOCATION OF PERCOLATION TEST IN A GIVEN
PARCEL AREA (THIS STUDY)

APPROXIMATE LOCATION OF GROUNDWATER TEST BORING IN
A GIVEN PARCEL AREA

APPROXIMATE LOCATION OF GROUNDWATER TEST BORING

APPROXIMATE LOCATION OF MOBILE HOME RESIDENTIAL,
POTENTIAL LEACH FIELD AREA

APPROXIMATE LOCATION OF MOBILE HOME RESIDENTIAL,
POTENTIAL LEACH FIELD AREA

APPROXIMATE LOCATION OF BARN/ SHOP LEACH FIELD
AREA

B2
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B6
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ARENA OR EXERCISER
SHOP/ EQUIPMENT STORAGE
MARE BARN

LAY UP BARN REHAB
TRAINING BARN

TRAINING BARN
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ADDENDUM TO THE PERCOLATION FEASIBILITY STUDY
PLANNING AREA 3 OF OCEAN BREEZE RANCH
INCLUDING RESIDENCES R7 AND R8, AND BARN B9
COMMUNITY OF BONSALL
SAN DIEGO'COUNTY, CALIFORNIA

FOR
OCEAN BREEZE RANCH
5820 WEST LILAC ROAD
BONSALL, CALIFORNIA 92003
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Geotechnical - Geologic ¢« Coastal « Environmental

5741 Palmer Way e Carlsbad, California 92010 ¢ (760) 438-3155 ¢ FAX (760) 931-0915 ¢ www.geosoilsinc.com

May 17, 2019
W.0. 6960-A6-SC

Ocean Breeze Ranch
5820 West Lilac Road
Bonsall, California 92003

Attention: Mr. Jim Conrad

Subject: Addendum to the Percolation Feasibility Study, Planning Area 3 of Ocean
Breeze Ranch, Including Residences R7and R8, and Barn B9, Community
of Bonsall, San Diego County, California

Reference: “Percolation Feasibility Study, Planning Area 3 of Ocean Breeze Ranch,
Including Residences R7and R8, and Barn B9, Community of Bonsall,
San Diego County, California,” W.O. 6960-A6-SC, dated May 6, 2019, by
Geosoils, Inc.

Dear Mr. Conrad:

In accordance with your request and authorization, GeoSoils, Inc. (GSI) has prepared the
following addendum to the referenced percolation feasibility study, with respect to onsite
wastewater treatment within certain sites in Planning Area PA-3, and select sites within the
existing equestrian center property, at Ocean Breeze Ranch, in the community of Bonsall,
San Diego County, California. The purpose of this addendum was to perform additional
percolation testing with respect to a re-evaluation of potential leach fields within
Parcels 389, 394, 395, and residential site R8, where previous testing evaluated percolation
rates that exceeded a minimum rate threshold of 120 minutes/inch (see Reference).
Unless specifically superceded herein, the conclusions and recommendations presented
inthe referenced report remain valid and applicable. Thisaddendum presents the findings
of our additional testing, and related parcel specific design for the affected parcels/sites
only. Please refer to the referenced report for a discussion of site conditions, regional
groundwater conditions, means and methods, other references, etc.

SCOPE OF SERVICES

The scope of our services has included the following:

1. A review of referenced report.



2. A review of the “potential leach field and storm water basin BMP” exhibit, for
building Parcel Nos. 382 through 396 (see revised Plate 1).

3. Review of the “potential leach field sites in the vicinity of residential units (trailers)
(R7 and R8), and barn/shop structure (B9), located within the equestrian center
complex (see revised Plate 2).

4. Excavation of four (4) to six (6) percolation test borings for each potential leach field
within Parcels 389, 394, and 395, and two potential leach fields (R8b and R8c) for
Residential Site R8 (see revised Plates 1 and 2).

5. Evaluation of percolation rates (see Percolation Test Reports in the Appendix),
based on current onsite testing, as it relates to the currently proposed construction.

6. Technical illustration of the locations of field percolation testing and proposed
location of other proposed/existing improvements (see revised Plates 1 and 2).

Onsite Wastewater Treatment (Leach Field) System Design

As per the requirements of the controlling authorities, all onsite wastewater disposal
systems should be located within native onsite soil materials.

Final approval of the OWTS design provided herein will be based on review by the
SDCDEH. The following table, and “percolation test reports” (see the Appendix) present
the percolation rates obtained during our investigation, and general design criteria.

PARCEL/BUILDING | PERCOLATION |\ ypeR oF SEPTIC TANK TOTAL LENGTH
MINUTES/INCH ' (FT.)
389 51 5-6 1,500 675
394 51 5-6 1,500 675
395 103 5-6 1,500 1200
R8b 95 2-3 1,000 920
R8c 29 2-3 1,000 420

In addition to the above area, a 100 to 200 percent expansion area in case of primary
system failure, will need to be included in design considerations. Any changes to the
location of the proposed OWTS, the estimated size of the septic tank, or building use,
should be reviewed by this office. Depending upon the nature of any changes, and the
requirements of the reviewing entity, additional percolation testing may be warranted.

Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 17, 2019
File: e:\wp10\6900\6960a6.att GeoSoils, Inc. Page 2



PLAN REVIEW

Once site development plans are available, these plans should be provided to this office
for review and comment from an OWTS standpoint. Any proposed changes/additions to
the bathroom configurations and/or locations should be made so thatthe proposed OWTS
area is in accordance with this report. In addition, based on changes to the plans, if
proposed, and/or final review by the County, additional percolation studies and/or field
exploration may be necessary.

INVESTIGATION LIMITATIONS

The materials encountered on the project site and utilized for our analysis are believed
representative of the area; however, soil and bedrock materials vary in character between
excavations and natural outcrops or conditions exposed during field testing and/or mass
grading. Site conditions may vary due to seasonal changes or other factors.

Inasmuch as our study is based upon our review and engineering analyses and laboratory
data, the conclusions and recommendations are professional opinions. These opinions
have been derived in accordance with current standards of practice, and no warranty is
express or implied. Standards of practice are subject to change with time. GSI assumes
no responsibility or liability for work or testing performed by others, or their inaction; or
work performed when GSI is not requested to be onsite, to evaluate if our
recommendations have been properly implemented. Use of this report constitutes an
agreement and consent by the user to all the limitations outlined above, notwithstanding
any other agreements that may be in place. In addition, this report may be subject to
review by the controlling authorities.

Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 17, 2019
File: e:\wp10\6900\6960a6.att GeoSoils, Inc. Page 3



The opportunity to be of service is sincerely appreciated. If you should have any
questions, please do not hesitate to contact our office.

Respectfully submitted,

GeoSaoils, Inc.

Certlfied
Engineering Engineering
Geologist

Geologist
Robert G. Crisman
Engineering Geologist, CE

Engineering Geologist, CEG

MJS/RGC/JPF/jh
Attachments: Appendix - Percolation Test Reports, Parcel 389, 393, 394, and R8
Revised Plate 1 - Potential Leach Field Map PA-3
Revised Plate 2 - Potential Leach Field Map Building Sites R7, R8, B9
Distribution: (4) Addressee
Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 17, 2019
File: e:\wp10\6900\6960a6.att GeoSoils, Inc. Page 4



APPENDIX A

PERCOLATION TEST REPORTS

GeoSoils, Inc.



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:

PERCOLATION TEST REPORT Activity Code:
Assessor’s Parcel Number: /L‘/ /5—-(7 JS00 Map # Lot # /Z g A
Site Address 5820 - éi/Ac /ZOA-!) Town: gd’?ﬁ// Zip Code: 62@ 54 §

Owner: OCM’? /.?/2562—‘6 Q}zm:,, [[ C Phone:
Mailing Address: S 8 2.0 . L\: /4& /ZOAD y /ZO‘?SA/// CA .

Test Test Depth Stabilized Test Test Depth Stabilized Average

Hole # Rate Hole # Rate Perc Rate
Plo] | 95-67" 11 f/05 | 46-58" 58

Plor <g- 60" 3% pré 1 §8-60 i 75—

Plo3 1«7-5937 /9Z-

Ploy [46-58" 203

Vertical seepage pits: Provide soils iog, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)
Surface: s)Liy Sanp (Sh
7 -5 ft. below surfacé: Clye s Saup (52)

ft. below surface: I

ft. below surface:

ft. below surface:

Depth to Refusal: pon € Depth to Groundwater: > /!
RECOMMENDATIONS:

Septic Tank: _ /0D O gal Pump Chamber: gal Surge Tank: gal
Leach Line Lengthﬁ JO® ft Seepage Pit Type: Number of Pits:

Trench Depth: 4 ft Length: ft  Width: ft
Rock below Pipe: _ /Z “ in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: 2-3 Beproom fLESIVENT/AL

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in co Ilance w:th state and local regulations, and good engineering practice.

Regxstered CE PE Geologlst REHS: CEG /3"/0
60 If
ddreuss =0 '// Z! Méh. ) Phone: 760 Y38-3/5 s Date: 5~/ 4’/?

rlshg.d\ CA 52010

FOR DEPARTMENT USE ONLY

Approved: Yes _ No ___ Date: Final Map Required: Yes _ No
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:
Assessor’s Parcel Number: /ZL/ /'5’0 3 00 Map # Lot # /Z g s
Site Address_ 9820 . Lie IZOAD Town: /So4 54 // ~_Zip Code: G2003
Owner: OO&M Bw—tc.zc_ ‘F,;rhs' LL C, Phone:
Mailing Address: 8L (). Lihe /o , L0950 //
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
rrol | 36-48° 16
Plor | 36-48" /6 Zu’l
P103 | 36-98" 33
£/oY9] 36-98" 39

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)
Surface: s)lry Sanp (s+)
Jd=-% ft below surface: _sitny  Sanb (sH)
ft. below surface: !
ft. below surface:
ft. below surface:

Depth to Refusal: ANON E Depth to Groundwater: -
RECOMMENDATIONS:

Septic Tank: _ {000 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: _4/2 () ft Seepage Pit Type: Number of Pits:

Trench Depth: 4 ft Length: ft  Width: ft
Rock below Pipe: _ /Z in  Total Depth: ft  Cap Depth: ft
Other:

Proposed Structure: J -3 [RepPoorr ReESIDEEINE

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE{ Geologist, REHS:

Address: G&oéol S, . Lne. 5/7 %/m&f— M Phone: '760"/357‘ c/idsl Date: 5;/6’/7
Carls bay C.. 92010

FOR DEPARTMENT USE ONLY

Approved: Yes  No Date: Final Map Required: Yes _ No
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008



Segr. COUNTY OF SAN DIEGO DEH Control #:

i DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
? PERCOLATION TEST REPORT Activity Code:
‘ ov}oﬁ""@
Assessor’s Parcel Number: £ q /5/0 3 TO0 Map # Lot # 3 86
Site Address _ S ¥20 . L, Lac fLOA)) Town: BOV)5A ” Zip Code: %ng

owner:_(JceAn BV’-LG—L(— EFWI-S} LLC  Phone:
Mailing Address: 5820 LJ.L!'LAC- ,ZOADI, '30"'54”

Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
pPilo| | 4/6-58" &7 Flo0s | 47-59” 78
prr 48-607 | 8 f£ro6 | 70-69" 30 5 |
Fi03 50 64 Y

Flro4 1so-62" Y 8

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)
Surface: Sibtr Sanw (sn)

[=5 ft. below surface: Claveu Sany, (Sc¢)

ft. below surface:

ft. below surface:

ft. below surface:

Depth to Refusal: A oN € Depth to Groundwater: __ 2 | &/
RECOMMENDATIONS:

Septic Tank: _/ 50O gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: & 7S ft Seepage Pit Type: Number of Pits:

Trench Depth: 3 ft Length: ft  Width: ft
Rock below Pipe: | Z in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: $—¢% [3€pR00M HESwenTL

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the

data and design to be accurate apd in compliance wjth state and local regulations, and good engineering practice.
Registered CE, PE@REHS P M CEG (34p

@do So) [ §,Ine,

Address: S 7¢ ) Palmier. W Phone: 760 -¢/3¥-2315¢ Date: $-) é“/?
Carlsiinz, Ca 92010

FOR DEPARTMENT USE ONLY

Approved: Yes _ No ____ Date: Final Map Required: Yes _ No____
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008



sz, COUNTY OF SAN DIEGO DEH Control #:

; . DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
EL el ¥ PERCOLATION TEST REPORT Activity Code:
G fffyoi‘s&
Assessor’'s Parcel Number: /LL/ /5/0 Z(OO Map # Lot # 3 ?L/
Site Address 2 5L0 AP Z-l /A?c_ /2040 Town: Zip Code: ?2003

Owner: (766()’) /2/2¢¢.L¢.- ,orM.(, LLL Phone:

Mailing Address:

Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # , Rate Perc Rate
Prl| 45-6/" 35 Plos | 39-51 Pk

PLor 43-55" 3 1 LIOf  s/-63 /27 &
Pro3  50-6Z" yZ

Pioy149-6/" 58

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)
Surface: Sty Sanu ( sh)
2=5 ft. below sufface: _C /ages <onp (SC)
ft. below surface: ik
ft. below surface:
ft. below surface:

Depth to Refusal: rpon € Depth to Groundwater: > k"
RECOMMENDATIONS:

Septic Tank: _ /§0O gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: ©75~ ft Seepage Pit Type: Number of Pits:

Trench Depth: Y ft Length: ft Width: ft
Rock below Pipe: /2’ in Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: $—& LBEvroorm MAESIERTAL

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate anj} in compliance with state and local regulations, and good engineering practice.

Registered (IJE, PE{Geologist/REHS

g;éoém ¢ ITnoy

ddress: _59 | Palmen hnd
Carlsbay Ca. 42010

-, e faye

Phone: 760 -43¥-2/Ss Date: 5 — /6-/ ?

FOR DEPARTMENT USE ONLY

Approved: Yes _ No ___ Date: Final Map Required: Yes _ No ___
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008



Seg:. COUNTY OF SAN DIEGO DEH Control #

-_ DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
j "T%7* PERCOLATION TEST REPORT Activity Code:
Fa 3 o
¢ F?*‘*“é
Assessor’s Parcel Number: /2.4 /50 2700 Map # Lot# 3 %
Site Address_$ 820 (). L//Ac o> Town: /30}’)50// Zip Code: 52003
owner: (et [Lrecze fﬁ}"ﬂ?f}, Zl C/ Phone:
Mailing Address:
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
Fr/ | si-&3 /08 Lo 60-71" //6

Fior | 98-£0 7
L3 §8-60 /39
/oY o6 -58 /3%

Vertical seepage pits: Provide soils loq, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

LIob | «§-60" V7da] /03

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)
Surface: sty Sawp (S4)
2 ft below surface: _ .y eq Sanp (SC)
ft. below surface: g
ft. below surface:
4 -5 _ft below surface: _SAND w/Greve| local[y , oThervsisé Clageq Sanp

Depth to Refusal: _ aon € ’ Depth to Groundwater: >LE
RECOMMENDATIONS:

Septic Tank: _/S0O gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: _/Z0 QO ft Seepage Pit Type: Number of Pits:

Trench Depth: S ft Length: ft  Width: ft
Rock below Pipe: 8 in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: _4—=6 LéE€py2oor1 A ESIDERTINE

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered 6CE6 gé&@%ﬁ%{s: PW CEG (3% -
Address: S 74/ ) O Crmsr ) Phone: 76460 -43¥-2/T( Date: _S—/ é’/?

Curlcba,, Con 920)0

FOR DEPARTMENT USE ONLY

Approved: Yes _ No __ Date: Final Map Required: Yes _ No____
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008
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ALL LOCATIONS ARE APPROXIMATE

This document or efile is not a part of the Construction
Documents and should not be relied upon as being an

LOT PAD SQ.FT PAD AC. LEASCSFFTlFLD LEACAH;IELD % Potential Leach Field | | | accurate depiction of design.

382 | 39,123sQ.FT. | 0.9AC. | 23,8385Q.FT. | 0.5AC. . |
383 | 44,501SQ.FT. | 1.0AC. | 22,293SQ.FT. | 0.5AC. . .
384 44,375SQ.FT. | 1.0AC. | 22,3155Q.FT. [ 0.5AC. % POtentIaI StOrm Water BaS’n BMP
385 | 38,892SQ.FT. | 0.9AC. | 19,253SQ.FT. | 0.4AC. ,
386 | 43,784SQ.FT. | 1.0AC. | 22,853SQ.FT. | 0.5AC. . ~
87| 4607850, | L1AC | 23,7257 | 05AC 7/, Fire Management Zone
388 | 43,7215Q.FT. | 1.0AC. | 21,3495Q.FT. | 0.5AC.
389 | 45372SQ.FT. | 1.0AC. | 27,437SQFT.| 0.6AC.
390 | 38,157SQ.FT. | 0.9AC. | 18,507SQ.FT. | 0.4 AC.
391 | 29,833SQ.FT. | 0.7AC. | 16,928 SQ.FT. | 0.4 AC.
392 41,304 SQ.FT. | 0.9AC. | 27,420SQ.FT. | 0.6 AC.
393 38,467 SQ.FT. | 0.9AC. | 18,5935Q.FT. [ 0.4AC.
394 | 32,166SQ.FT. | 0.7AC. | 39,018 SQ.FT.| 0.9AC.
395 161,463 SQ.FT. | 3.7AC. | 44.658 SQ.FT. | 1.0AC. » | , — REVISED PARCEL
396 | 185,039SQ.FT. | 4.2AC. | 20,707SQ.FT. | 0.5AC. g
TOTAL | 872,274 SQ.FT. | 20.0AC. | 358,991 SQ.FT.| 8.4AC.

N
a

GRAPHIC SCALE
0 100 200 400 800

1" = 200°

AVERAGE | 58,152SQ.FT. | 1.3AC. | 22,251SQ.FT. | 0.5AC.
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5741 Palmer Way e Carlsbad, California 92010 ¢ (760) 438-3155 ¢ FAX (760) 931-0915 ¢ www.geosoilsinc.com

May 6, 2019
W.0. 6960-A6-SC
Ocean Breeze Ranch
5820 West Lilac Road
Bonsall, California 92003
Attention: Mr. Jim Conrad
Subject: Percolation Feasibility Study, Planning Area 3 of Ocean Breeze Ranch,

Including Residences R7and R8, and Barn B9, Community of Bonsall,
San Diego County, California

Dear Mr. Conrad:

In accordance with your request and authorization, this report presents the results of
GeoSoils, Inc.’s (GSI) percolation feasibility study for onsite wastewater treatment within
Planning Area PA-3, and select sites within the existing equestrian center property, at
Ocean Breeze Ranch, in the community of Bonsall, San Diego County, California (see
Figure 1). This report was prepared to provide: site geologic and groundwater conditions;
leach line percolation feasibility testing results; proposed onsite wastewater treatment
system design criteria; and a general review of site conditions and proposed development.

SCOPE OF SERVICES

The scope of our services has included the following:

1. A review of available soils, geologic, and groundwater data for the site area
including County design recommendations (see Appendix A).

2. A review of the “potential leach field and storm water basin BMP” exhibit, for
building Parcel Nos. 382 through 396 (see Plate 1), which was provided by Project
Design Consultants ([PDC], 2019).

3. Review of the “potential leach field sites in the vicinity of residential units (trailers)
(R7 and R8), and barn/shop structure (B9), located within the equestrian center
complex (see Plate 2), which was provided by Project Design Consultants ([PDC],
2019).
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4, Excavation and geologic logging of four (4) to six (6) percolation test borings for
each potential leach field(Appendix B).

5. Excavation and geologic logging of one (1) additional test boring within selected
potential leach fields, for the evaluation of the presence of groundwater. Each
boring was advanced to a minimum depth of =15 feet below the generally lowest
existing surface elevation within the study area (Appendix B).

6. Evaluation of percolation rates (Appendix C), based on current onsite testing, as it
relates to the currently proposed construction.

7. Technical illustration of the locations of field percolation testing and proposed
location of other proposed/existing improvements (see Plates 1 and 2).

8. Provide preliminary OWTS designs (pending review and approval by the controlling
authorities), and preparation of this report and accompaniments.

SITE DESCRIPTION

The percolation study areas consist of 15 equestrian estate parcels located with Planning
Area PA-3, two (2) residential sites located on the south side of the existing equestrian
facility, and a barn/shop area, also located within the equestrian facility grounds. These
study areas are generally located along the southern margin of the San Luis Rey River
Valley, both north and south of the existing Dulin Ranch Road, in the community of Bonsall,
San Diego County, California (see Figure 1).

Topographically, Estate Parcels 383 through 395, and the two (2) residential sites (R7 and
R8) are located across a gentle, north facing slope, with slope gradients generally on the
order of less than 4:1 (h:v). The barn/shop site (B9) is located within the relatively flat lying
terrain surrounding the main equestrian facility. Estate Parcel 396 is located along a broad
ridgeline with gentle, north facing slopes, near the southeast corner of the overall study
area.

PROPOSED DEVELOPMENT

Based upon our review of the attached Plates, it is our understanding that new
development will consist of the construction of single family residential structures on
15 “equestrian estate” parcels within Planning area PA-3, two (2) smaller residential
“trailers” (R7 and R8), and a barn/shop (B9), located withing the existing equestrian center
grounds. On a preliminary basis, we anticipate that the residential structures on the estate
lots would be five (5) to six (6) bedrooms, the trailer sites anticipated to consist of two (2)
to three (3) bedrooms, and the barn/shop containing a bathroom and possibly a sink.
Onsite wastewater treatment for the structures are proposed to be accommodated by a

Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 6, 2019
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new septic tank and conventional gravity fed leach field system. The approximate
locations of the parcels/sites and potential leach field areas are shown on Plates 1 and 2.

GEOLOGY

In the Bonsall area during the mid to late Pleistocene (within the Quaternary-age), the
granitic rocks belonging to the Peninsular Ranges Batholith have been eroded and alluvial
deposits have since filled the lower valleys. Regional mapping by Tan (2007) indicates that
the site is primarily underlain by Cretaceous-age granitic rock referred to as the Couser
Canyon Tonalite. Pleistocene-age older alluvium (stream terrace deposits), and younger
alluvium associated with deposits along the San Luis Rey River, also occurs in the site
vicinity (Tan, 2007).

Based on mapping performed by this office, flat-lying ground within Planning Area PA-3
in the vicinity of (primarily north of) Dulin Ranch Road, is underlain by Holocene alluvial
sediments. Lower slopes descending to the flood plain, and flatter than about 4:1 (h:v),
are developed on deposits of older alluvium (stream terrace deposits). Steeper slopes and
upland areas south of Dulin Ranch Road are primarily underlain by granitic bedrock. In
general, geologic/soil conditions within the vicinity of the proposed onsite wastewater
treatment systems may be characterized as follows:

. Parcels 382 through 395, and residential “trailer” sites (R7 and R8) are underlain
with colluvial topsoils developed on underlying deposits of older alluvium.
Colluvium and older alluvium generally consist of clayey sands, sandy clays, and
silty sands.

. Parcel 396 is underlain with colluvial topsoils developed on underlying
Cretaceous-age granitic bedrock. The underlying granitics are highly weathered
(decomposed granitic rock), exhibiting silty sand to sand textures. Drilling within
the parcel indicated decomposed conditions to the maximum depth explored of
15 feet.

. The barn/shop area (B9 on Plate 2) is underlain with deposits of Holocene-age
alluvium, generally consisting of silty sand and sand.

GROUNDWATER

In preparation of GSI (2015), during the month of March, 2014, the regional groundwater
table was encountered at depths on the order of 132 to 152 feet below existing grades
in the relatively flat-lying, alluviated and flood plain areas along the northern edge of PA-3.
These depths generally correspond to approximate elevations ranging from about
189" feet above Mean Sea Level (MSL), up gradient (north of PA-3), to approximately
178 feet MSL, down gradient, in areas to the west of PA-3, R7, R8, and B9. During GSI’s

Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 6, 2019
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geotechnical evaluation (GSI, 2016a), groundwater was encountered in both the additional
CPT soundings, and the hollow stem auger borings, at down gradient elevations of 178 to
179 feet MSL, west of PA-3. As such, groundwater levels appears to be relatively constant
over the two-year period evaluated.

During this study, several “groundwater borings” were completed to depths of about
15 feet below grade throughout PA-3, and in the vicinity of sites R7, R8 and B9 (see Plate 1
and 2 for locations). Observations of these borings (GW-3 and GW-9) indicated some
minor seepage at depth locally (likely due to recent rains), however, a subsurface water
table was not encountered. To summarize, the groundwater elevation appears to be about
189 feet above Mean Sea Level (MSL) along the northern edge of PA-3, with the lowest
parcel elevations (Parcels 391through 395) at elevations on the order of 214 feet MSL to
232 feet MSL (i.e., about 25 to 43 feet above the groundwater table), or greater. In the
vicinity of the barn/shop (B9), the ground elevation is approximately 206 feet MSL, with no
groundwater encountered to an elevation of about 191 feet MSL. Residential sites R7
(approximate elevation of 210 to 214 feet MSL) and R8 (approximate elevation of 216 to
218 feet MSL) are also well above the groundwater elevations evaluated. Based on the
current study, and in light of previous work, groundwater elevations appear to have
remained relatively constant, and appear to be greater than 10 feet below the bottom of
the proposed leach lines. It is unlikely that high historic groundwater elevations will
encroach upon the minimum separation required between the bottom of the proposed
leach field, and the highest groundwater anticipated.

LEACH FIELD PERCOLATION TESTING

Six (6) test borings (P-1 through P-6) were advanced within each potential leach field area,
located within PA-3, R7 and R8, with four (4) test borings completed for the barn/shop site
(B9), for onsite wastewater treatment percolation feasibility testing, in general accordance
with the controlling authorities requirements of County of San Diego, Department of
Environmental Health, Local Agency Management Program (LAMP) for Onsite Wastewater
Treatment Systems (2015), and San Diego County Department of Environmental Health
([SDCDEH], 2010a, and 2010b) for such testing. Percolation testing was performed within
all of the boring excavations at depths of about 4 to 5 feet (see Appendix B) to evaluate site
conditions with respect to the proposed OWTS. In addition, as per the requirements of the
controlling authorities, one (1) relatively deep test boring (GW-1 through GW-11) was
advanced within the vicinity of selected potential leach fields located at the lower
elevations, or in isolated areas, to a depth of 15 feet, to assess the presence or absence
of groundwater within 5 feet of the bottom elevations of the proposed leach fields, and to
evaluate the depth to any underlying “hardpan.” Test holes were staked and flagged, and
identified with a test hole number, the depth of the test boring, and the Lot number. The
onsite percolation testing was performed by an engineering geologist from our firm. All
percolation test data sheets are included in Appendix C. Procedures for testing are
outlined briefly below:

Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 6, 2019
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Procedure

Test Holes:

Sandy Soil Test:

Pre-Soaking:

Testing:

Locations:

Accuracy:

1. Auger borings (holes), a minimum of 6 inches in diameter,
were advanced to a depth of approximately 5 feet.
2. Upon completion of the test borings, the sides and bottom of

the borings were scarified with a wire brush, and the loose
material removed from the boring.

3. Afterthe holes were completed and cleaned, 2 inches of gravel
was placed on the bottom of the hole.
4. A perforated pipe was then installed within the hole to facilitate

accurate field measurements and prevent caving during testing
and the pre-soak period.

After the installation of the perforated pipe, the percolation cup was
filed to approximately =8 inches over the gravel. Two (2)
consecutive measurements were conducted at intervals of
approximately 25 minutes. Less than 6 inches of water seeped away
during each of the two (2) measurement intervals, therefore the
pre-soak period was initiated.

A water level of at least 12 to 14 inches was maintained above the
gravel layer within each hole for a minimum of 4 hours, then allowed
to fall overnight. After approximately 17 hours (the next day), the
water in all test borings was observed to have completely seeped
away. Based on this criteria, percolation testing was performed in
accordance with methodology for CASE 2 conditions per
LAMP (2015) and SDCDEH (2010b).

Percolation testing measurements were made the following day after
required pre-soak period with respect to CASE 2 conditions. Water
was brought to approximately 6 inches above the gravel layer and the
drop in the water level was measured from a fixed reference point,
refilling to =6 inches over the gravel after each measurement. The
series of measurements were taken for a minimum of four (4) hours,
at time intervals of 30 minutes. The percolation test reports are
provided in Appendix C.

The locations of the percolation tests performed were chosen to
correspond with the anticipated leach field areas relative to the
proposed residential developments (see Plates 1 and 2). The
locations of test areas were easily identified by measurements relative
to existing improvements and features shown on Plates 1 and 2.

All test measurements were read to the nearest 1/16 of an inch.

Ocean Breeze Ranch

W.0. 6960-A6-SC
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Calculations from our field tests indicate that percolation rates (P-1 through P-6) at a depth
of 3 to 5 feet vary from approximately 1.4 to 290 minutes/inch, however, most of the tests
indicate rates ranging between 30 and 70 minutes/inch. The average percolation rate is
applied for design, which also uses the average stabilization rate calculated from each
individual percolation test. Based on our review of the data, the design percolation rate is
recommended to use the average of the six (6) test results obtained (see Appendix C).

Based on the above, the following system designs and general recommendations are
provided (pending review by the controlling authorities). The design parameters are based
on DEH criteria, and our experience on sites with similar geologic conditions.

Onsite Wastewater Treatment (Leach Field) System Design

As per the requirements of the controlling authorities, all onsite wastewater disposal
systems should be located within native onsite soil materials.

Final approval of the OWTS design provided herein will be based on review by the
SDCDEH. The followingtable, and “percolation test reports” (see Appendix C) present the
percolation rates obtained during our investigation, and general design criteria.

PARCELEMLONG | "mare i | WUMBEROT | SEPHCTAMC | or Leaci e
MINUTES/INCH ' (FT.)*
382 43.65 5-6 1,500 655
383 65.68 5-6 1,500 760
384 64.60 5-6 1,500 750
385 62.29 5-6 1,500 730
386 72.90 5-6 1,500 830
387 29.31 5-6 1,500 585
388 68.72 5-6 1,500 790
389*** 264.09 5-6 1,500 --
390 43.49 5-6 1,500 655
391 35.76 5-6 1,500 615
392 50.45 5-6 1,500 675
393 48.45 5-6 1,500 675
394*** 149.17 5-6 1,500 --
395*** 290 5-6 1,500 --
396 20.69 5-6 1,500 530
Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall May 6, 2019
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PARCEL/BUILDING | PERCOLATION |\ ypER oF SEPTIC TANK TOTAL LENGTH
MINUTES/INCH ' (FT.)*
R7 118.06 2-3 1,000 1,425
R8*** 141.22 2-3 1,000 _
**B9 (Shop) 1.38 1 1,000 200"

* Note system design is for percolation trenches (Leach Lines) 4 feet deep x 1.5 feet wide, per LAMP (2015)
and SDCDEH (2010a, 2010b)

**An alternate design, based on commercial criteria presented in LAMP (2015)/SDCDEH (2010b) is
presented below.

***Pegrcolation rates exceed the maximum percolation rate allowable (i.e., above 120 minutes/inch).
Re-evaluation of these fields is recommended.

In addition to the above area, a 100 to 200 percent expansion area in case of primary
system failure, will need to be included in design considerations. Any changes to the
location of the proposed OWTS, the estimated size of the septic tank, or building use,
should be reviewed by this office. Depending upon the nature of any changes, and the
requirements of the reviewing entity, additional percolation testing may be warranted.

Parcels 389, 394, 395, and Residential Site R8

Percolation testing to date indicated percolation rates in excess of the maximum allowed
rate of 120 minutes/inch for onsite waste disposal. It is recommended that these potential
fields are re-evaluated, including either percolation testing within other areas of the
parcel(s), and/or testing at a greater depth.

Structure B9 (Shop)

Based on the general requirements set forth in LAMP (2015) and SDCDEH (2010b) for
commercial structures, the barn/shop may also be evaluated for “day workers at
schools/offices per shift” (i.e., 15 gallons/person/day) x 2 to 6 persons, a “Flow” of 30 to
90 gallons/day has been evaluated. For Flow = 90 gallons/day, a 1,000-gallon septic tank
should be utilized for design of the onsite wastewater treatment system.

PERCOLATION RATE | APPLICATION RATE ABSORPTION TOTAL LENGTH
(T) IN (A.R.) IN AREA REQUIRED OF LEACH LINE (FT.)*
MINUTES/INCH GALLONS/FT2/DAY (SQ FT.) )
2 3.5 25 20' + 100 % Expansion Area

* Note system design is for percolation trenches (Leach Lines) 4 feet deep x 1.5 feet wide, per LAMP (2015)

and SDCDEH (2010a, and 2010b)

Ocean Breeze Ranch
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CONCLUSIONS AND RECOMMENDATIONS

Based upon our review of the proposed development, our current leach line testing and
engineering and geologic analyses, it is our opinion that the proposed OWTS for the
project appear suitable for their intended use from a wastewater treatment and geologic
feasibility viewpoint.

The following recommendations should be incorporated into the design and construction
of the proposed onsite wastewater treatment systems. Based upon the leach line
(infiltrator chamber) and seepage pit feasibility testing results obtained, our geologic
and engineering analysis, design criteria established by LAMP and SDCDEH, the onsite
wastewater treatment systems should be constructed as follows:

General

1. Each leach line trench should be excavated into undisturbed native onsite materials.
Each leach line trench should be a minimum of 4 feet deep, maximum of 5 feet
deep, and 1.5 feet wide to correspond to the depths of testing conducted.

2. Any changesto the proposed property usage or changes/additions to the bathroom
configurations/locations should be made in accordance with this report, and LAMP
and SDCDEH requirements.

3. As per RWQCB requirements, water softening devices, requiring the use of soluble
salts, are not to be utilized in conjunction with the OWTS (infiltrator chambers), as
the soluble salts are known to adversely effect the quality of groundwater aquifers.

4, Observation by GSI and/or SDCDEH personnel should be completed during
construction.

Based on the requirements of LAMP and SDCDEH, the following table presents some
general setback criteria for onsite wastewater treatment systems:

DI“S,I':":II{\IAC?I;WI;KC):?IIEZAORN::IC;M TO SEPTIC TANK TO LEACH FIELD

Building or Structures 5 feet 8 feet

Property Line 5 feet 5 feet

Water Supply Wells 100 feet 100 feet

Septic Tank 5 feet

Drainage Course [ 100 feet

Road Easements 8 feet

Onsite Domestic Water Service Line 25 feet
Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall May 6, 2019
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MINIMUM HORIZONTAL
DISTANCE IN CLEAR FROM TO SEPTIC TANK TO LEACH FIELD
Cut slopes 5:1 (h:v) from top of cut slope
Leach Lines 5 feet 10 feet

Additional setback requirements are presented in LAMP (2015) and SDCDEH (2010a, and
2010b).

Onsite Wastewater Treatment System

Based on the available data presented within this report and utilizing the
recommendations set forth, it is the judgement of this firm that there is sufficient
area onsite for the newly proposed OWTS and the required 100 percent expansion
areas that meet current codes and standards of the LAMP and SDCDEH
requirements. It should be noted that percolation rates within Lots 389, 394, 395,
and residence R8 exceed the maximum percolation rate of 120 minutes/inch and
are considered unsuitable, per SDCDEH (2010a, 2010b), and should be further
evaluated through the performance of additional percolation testing within the
vicinity of the proposed leach field(s).

As indicated previously, each leach line trench should be excavated into
undisturbed native onsite materials. Each leach line trench should be a minimum
of 3 feet to 5 feet deep, and 1.5 feet wide to correspond to the depths of testing
conducted. Leach line construction shall be per LAMP (2015), and SDCDEH
(20104, 2010b).

Based on the existing conditions and available data, it appears that the naturally
occurring regional groundwater table will not encroach within 10 feet of the
proposed onsite wastewater treatment systems.

Based on the materials exposed in our test pits and our observations, the natural
occurring body of minerals and organic matter at the proposed OWTS disposal area
contains earthen materials classified per the United Soil Classification System
([USCS], 1979) as SM (silty sand), clayey sand/sandy clay (SC), and SP/SW (sand).

Based on the available data presented within this report and field testing data
accumulated, itis our professional opinion that groundwater will not encroach within
the current allowable limit set forth by the LAMP and SDCDEH requirements.

Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 6, 2019
File: e:\wp10\6900\6960a6.pfs GeoSoils, Inc. Page 10



PLAN REVIEW

Once site development plans are available, these plans should be provided to this office
for review and comment from an OWTS standpoint. Any proposed changes/additions to
the bathroom configurations and/or locations should be made so thatthe proposed OWTS
area is in accordance with this report. In addition, based on changes to the plans, if
proposed, and/or final review by the County, additional percolation studies and/or field
exploration may be necessary.

INVESTIGATION LIMITATIONS

The materials encountered on the project site and utilized for our analysis are believed
representative of the area; however, soil and bedrock materials vary in character between
excavations and natural outcrops or conditions exposed during field testing and/or mass
grading. Site conditions may vary due to seasonal changes or other factors.

Inasmuch as our study is based upon our review and engineering analyses and laboratory
data, the conclusions and recommendations are professional opinions. These opinions
have been derived in accordance with current standards of practice, and no warranty is
express or implied. Standards of practice are subject to change with time. GSI assumes
no responsibility or liability for work or testing performed by others, or their inaction; or
work performed when GSI is not requested to be onsite, to evaluate if our
recommendations have been properly implemented. Use of this report constitutes an
agreement and consent by the user to all the limitations outlined above, notwithstanding
any other agreements that may be in place. In addition, this report may be subject to
review by the controlling authorities.

Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 6, 2019
File: e:\wp10\6900\6960a6.pfs GeoSoils, Inc. Page 11



The opportunity to be of service is sincerely appreciated. If you should have any
questions, please do not hesitate to contact our office.

Respectfully submitted,

GeoSaoils, Inc.

Certlfied
Engineering

Engineering
Geologist

Geologist

Robert G. Crisman
Engineering Geologist, CE

Engineering Geologist, CEG

MJS/RGC/JPF/jh
Attachments: Appendix A - References
Appendix B - Test Boring Logs (Groundwater Borings)
Appendix C - Percolation Test Reports
Plate 1 - Potential Leach Field Map PA-3
Plate 2 - Potential Leach Field Map Building Sites R7, R8, B9
Distribution: (4) Addressee
Ocean Breeze Ranch W.0. 6960-A6-SC
OBR Planning Area 3, Bonsall . May 6, 2019
File: e:\wp10\6900\6960a6.pfs GeoSoils, Inc. Page 12
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GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-1

DATE EXCAVATED 4/16/19 LOGGED BY:

SAMPLE METHOD: Solid Flight Auger

MK

SHEET

APPROX. ELEV.: _221' MSL

1 OF

1

Sample
° 8 ~ | &
_ 3 £ g S = Material Description
3 €| & @ = o | 2
< ® @ 5 2 o
Slz12| 218|282
s} m | D m = a = (%)
0 | SC @ 0' CLAYEY SAND, reddish brown, dry, loose; trace roots.
1 @ 3' CLAYEY SAND, dark brown, wet, loose to medium dense.
5_
1 @ 6' CLAYEY SAND, brown, wet, dense.
10
15
Total Depth = 15'
i No Groundwater/Caving Encountered
1 Backfilled 4-16-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.

PLATE

B-1




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-2

DATE EXCAVATED 4/16/19 LOGGED BY:

SAMPLE METHOD: Solid Flight Auger

MK

SHEET

1 OF 1

APPROX. ELEV.: _235' MSL

Sample
k] 8 ~ | &
_ 3 £ g 2| T Material Description
£ ERE %) = e | 2
< ® @ 5 2 o
Sl=(2| 58| 2|28z
s} m | D m = a = (%)
0 SC @ 0' CLAYEY SAND, reddish brown, dry, loose.
@ 3' CLAYEY SAND, dark brown, damp, medium dense.
5_
@ 7' CLAYEY SAND, brown, moist, medium dense to dense.
10
@ 12' CLAYEY SAND, dark brown, moist, dense.
15
Total Depth = 15'
No Groundwater/Caving Encountered
Backfilled 4-16-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.

PLATE




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-3

DATE EXCAVATED 4/16/19 LOGGED BY:

SAMPLE METHOD: Solid Flight Auger

MK

SHEET _ 1

OF 1

APPROX. ELEV.: 260" MSL

Sample
| g ~
8 = S| 2 i inti
. g _ e g S = Material Description
3 S| L @ = o | 2
< ® @ 5 2 o
§lz/2| 18|28 3
s} m | D m =) a = (%)
0 %hé/ 3t @ 0' SILTY SAND/SILTY CLAY, brown, dry, loose; trace roots.
5 SC/CL @ 472 SILTY SAND/SANDY CLAY, dark brown, moist, loose.
Y
CL @ 72 SANDY CLAY, dark brown, wet, medium dense.
@ 7' Water seepage zone.
10
SC @ 13' CLAYEY SAND, grayish brown, wet, dense.
15
20
Total Depth = 20'
Water Seepage Zone Encountered @ 7-8'
No Caving Encountered
Backfilled 4-16-19
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.

PLATE




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING Gw-4 SHEET _1 OF _1

DATE EXCAVATED 4/17/19 LOGGED BY: MK APPROX. ELEV.: _266' MSL

SAMPLE METHOD: Solid Flight Auger

Sample
| g -
8 = S| 2 i inti
. 8 _ £ g S = Material Description
£ 5| @& %) = e | 2
< ® @ 5 2 o
§lz/2| 18|28 3
[s] m | D m =) a = (%)
0 | g(l\:/ll % @ 0' CLAYEY SAND/SILTY SAND, brown, dry, loose.
1 @ % @ 3' CLAYEY SAND/SILTY SAND, dark brown, moist, medium dense/
1 i siff.
5
1 et @ 6' CLAYEY SAND/SILTY SAND, dark brown, moist, dense/stiff.
10 & /
15
Total Depth = 15'
i No Groundwater/Caving Encountered
1 Backfilled 4-17-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.
PLATE B-4




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-5 SHEET _1 OF _1

DATE EXCAVATED 4/17/19 LOGGED BY: MK APPROX. ELEV.: _289' MSL

SAMPLE METHOD: Solid Flight Auger

Sample
| g ~
38 =~ = | 2 . e
. 8 e g S = Material Description
3 S| L @ = o | 2
< ® @ 5 2 o
Sl=(2| 58| 2|28z
s} m | D m = a = (%)
0 | SC @ 0' CLAYEY SAND, reddish brown, dry, loose; trace roots.
i @ 3%' CLAYEY SAND, brown, damp, loose to medium dense.
5_
1 @ 7' CLAYEY SAND, brown, moist, medium dense to dense.
10 SM @ 10' SILTY SAND, brown, moist, dense.
15
Total Depth = 15'
i No Groundwater/Caving Encountered
1 Backfilled 4-17-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.
PLATE B-5




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-6

DATE EXCAVATED 4/17/19 LOGGED BY:

SAMPLE METHOD: Solid Flight Auger

MK

SHEET

1 OF 1

APPROX. ELEV.: _236' MSL

Sample
° 8 ~ | &
_ 3 £ g S = Material Description
3 €| & @ = o | 2
< ® @ 5 2 o
Slz12| 218|282
s} m | D m = a = (%)
0 SC @ 0' CLAYEY SAND, reddish brown, dry, loose.
@ 3' CLAYEY SAND, brown, damp, medium dense/stiff.
5_
@ 672 CLAYEY SAND, dark brown, wet, medium dense to dense.
10
15
Total Depth = 15'
No Groundwater/Caving Encountered
Backfilled 4-17-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.

PLATE

B-6




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-7

DATE EXCAVATED 4/18/19 LOGGED BY:

SAMPLE METHOD: Solid Flight Auger

MK

SHEET

1 OF 1

APPROX. ELEV.: _232' MSL

Sample
° 8 ~ | &
_ 3 £ g S = Material Description
3 €| & @ = o | 2
< ® @ 5 2 o
Slz|2| 58|28z
s} m | D m = a = (%)
0 SC @ 0' CLAYEY SAND, reddish brown, dry, loose.
@ 32 CLAYEY SAND, reddish brown, damp, medium dense.
5_
@ 8' CLAYEY SAND, yellowish brown, damp, medium dense to dense.
10
@ 12' CLAYEY SAND, grayish brown, damp, medium dense.
15
Total Depth = 15'
No Groundwater/Caving Encountered
Backfilled 4-18-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.

PLATE




GeoSoils, Inc. BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch W.O. 6960-A6-SC BORING __ GW-8  SHEET _1 OF _1

Including Residences R7and R8, and Barn B9

DATE EXCAVATED 4/18/19 LOGGED BY: MK APPROX. ELEV.: _251' MSL

SAMPLE METHOD: Solid Flight Auger

Sample
3| <8 . -
. 3 £ g S = Material Description
£ ERE %) = e | 2
= » @ ()] 5 2 o
3 x S = O 0 2
8l3|5| 8|8 &8 |2|§&
0 SC @ 0' CLAYEY SAND, reddish brown, dry, loose; trace roots.
@ 2%' CLAYEY SAND, reddish brown, damp, loose to medium dense.
@ 4' CLAYEY SAND, brown, moist, medium dense.
5_
SC/CL @ 8%' CLAYEY SAND/CLAY, grayish brown, moist, dense/stiff.
10
15
Total Depth = 15'
No Groundwater/Caving Encountered
Backfilled 4-18-2019
20
25
30
V| étandard Penetration Test < Groundwater

[ Undisturbed, Ring Sample Seepage

O

GeoSoils, Inc.
PLATE B-8




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-9

DATE EXCAVATED 4/18/19 LOGGED BY:

SAMPLE METHOD: Solid Flight Auger

MK

SHEET

1

OF

1

APPROX. ELEV.: _210' MSL

Sample
° 8 ~ | &
_ 3 £ g S = Material Description
£ R ) = e | S
< ® @ 5 2 o
Slz12| 218|282
s} m | D m = a = (%)
0 SC @ 0' CLAYEY SAND, light brown, dry, loose.
1 SM @ 1' SILTY SAND, brown, damp, medium dense.
] CL @ 32 SANDY CLAY/CLAY, brown, damp, medium dense.
5_
Y
, @ 72 CLAY, olive brown, wet, stiff.
, @ 7% Seepage into boring.
@ 8' Seepage absent.
10
15
Total Depth = 15'
1 Seepage Zone from 7%5-8'
1 No Caving Encountered
| Backfilled 4-18-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.

PLATE

B-9




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

W.O. 6960-A6-SC BORING GW-10 SHEET _1 OF _1

DATE EXCAVATED 4/19/19 LOGGED BY: MK APPROX. ELEV.: _206' MSL

SAMPLE METHOD: Solid Flight Auger

Sample
° 8 ~ | &
_ 3 £ g S = Material Description
3 €| & @ = o | 2
< ® @ 5 2 o
Slz12| 218|282
s} m | D m = a = (%)
0 SP @ 0' SAND with GRAVEL, light brown, dry, loose; fine to coarse grained.
1 SM @ 1' SILTY SAND, brown, damp, loose to medium dense; traces of mica.
, g;/l @ 22 SILTY SAND/SAND, grayish brown, moist, medium dense.
5_
1 @ 7' SILTY SAND/SAND, grayish brown, wet, medium dense.
10
1 @ 11' SILTY SAND/SAND, grayish brown, wet, dense.
15
Total Depth = 15'
i No Groundwater/Caving Encountered
1 Backfilled 4-19-2019
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.
PLATE B-10




GeoSoils, Inc.

BORING LOG

OCEAN BREEZE RANCH
PROJECT: Planning Area 3 of Ocean Breeze Ranch
Including Residences R7and R8, and Barn B9

SAMPLE METHOD: Solid Flight Auger

W.O. 6960-A6-SC BORING GW-11

DATE EXCAVATED 4/19/19 LOGGED BY: MK

SHEET

APPROX. ELEV.:

1 OF

1

675'

Sample
° 8 ~ | &
_ 8 _ £ g S = Material Description
£ 5| @& %) = e | 2
< ® @ 5 2 o
Slz12| 218|282
s} m | D m = a = (%)
0 | SC @ 0' CLAYEY SAND, reddish brown, dry, loose.
1 SM @ 3' SILTY SAND, brown, damp, medium dense.
57 @ 5' SILTY SAND, brown, moist, dense.
i Refusal @ 7%
) Total Depth = 7%
No Groundwater/Caving Encountered
10 Backfilled 4-19-19
15
20
25
30

M Standard Penetration Test
1T Undisturbed, Ring Sample

T Groundwater
Seepage

O

GeoSoils, Inc.

PLATE




APPENDIX C
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£ A COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:
= f‘wmc‘»“}‘&‘? h
Assessor's Parcel Number: [ 2450 3¢0 O Map # ot I L

Site Address 9 340 Ly, b l Pl lzgﬁé Town: Cov s EE
Owner:; (?@éﬁ*’i Q:? EET L %é&?ﬁ ¥ g;{;{.,«

Mailing Address:_S820 o, Lilac 120ms Ronsa ”

Zip Code: 91002

Phone:

Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole# | ywc HE D Rate Hole# | (yweiéELy Rate Perc Rate
Pl 47.75 380 | P5 é1l.00 73.7¢
Pr | sz Se..67 | PL 59.50 2329 3.6
P3 Lo 51.277 -
Pd | &l.0 /2T

Vertical seepage pits: Provide soils {og, uniformity/capacity test results, and calculations on separate 8-1/2” x 11" sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.) :
VENT BROWN  fou , Lesose [ S0)

Surface: _Silry Sawld wjefed ,
4 ft. below surface: SELT&}. A dark BROEn, poest?, | ansd ~HEB#4#

ft. below surface:
ft. below surface:
ft. below surface:

Depth to Refusal: /M oat £ Depth to Groundwater: _apnv € Elrcote~TEREL?
RECOMMENDATIONS:

Septic Tank: _/§OC gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: 6578 ft  Seepage Pit Type: Number of Pits:

Trench Depth: 4/ ft  Length: ft  Width: ft
Rock below Pipe: _/zZ in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: __ Sjmeté ﬁm}/}, jlesioenrp]l - 54 Lbhew

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and In compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

. 4
Address: S 75/ Falmren I~ a1
Canlsbos, Coa. F2040
FOR DEPARTMENT USE ONLY

Phone: 74 0-43F%-3)c¢ Date: &f“’é“i&%&

Approved: Yes _ No Date: Final Map Required: Yes ___ No

Specialist:

Building Plan Review: Date:
Grading Inspection: Date:
Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.O0. 6960-A6-SC

PLATE C-1



COUNTY OF SAN DIEGO

DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:
Assessor’s Parcel Number Map # Lot #
Site Address Town: _ D005 Zip Code: Tou2
Owner: QLm0 Phone:
Mailing Address:
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
e 2.0 [ﬁ%i{,%

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calcuiations on separate 8-1/2” x 11" sheets of paper

TYPE OF SOIL: (clay, sdt sand decomposed gramte etc)
Surface: 4 {

PO

ft. below surface:
ft. below surface:
ft. below surface:
ft. below surface:

Depth to Refusal: Do Rovusin Depth to Groundwater:

RECOMMENDATIONS:

Septic Tank: \So0 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: (0 ft  Seepage Pit Type: Number of Pits:

Trench Depth: | ft  Length: ft  Width: ft
Rock below Pipe: __\"/. in  Total Depth: ft Cap Depth: ft

Other:

CoixEnia ]

Proposed Structure: ﬁymgg e Fasily [ 66 bdcin
WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: S 74/ /%/l’ké«f‘@ Waa Ste. /5

“-4-19

Phone: Z42-4 28~ 2/ 5 Date:
Carlibars,Co.” 92010
’ FOR DEPARTMENT USE ONLY

Approved: Yes _ No Date: Final Map Required: Yes ___ No ____
Specialist: »
Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC

PLATE C-2



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

Assessor’s Parcel Number: Lot # /

P

Site Address 01

Zip Code:

Owner: Oeen Blewse,

it . (e R AT
Mailing Address: DB AU
Test Test Depth Stabilized Average

Hole # Rate Hole # Rate Perc Rate
i)%g 4 [ Py = 7 30 1

1
Ly

72
B

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand decomposed gramte etc)
Surface: tomvesn Soed P2
v ft. below surface. @M 2

" ft. below surface:

ft. below surface:

ft. below surface:

Depth to Refusal: NO etz Depth to Groundwater: Nopfe  #ncou
RECOMMENDATIONS:

Septic Tank: Sob gal Pump Chamber: gal Surge Tank: gal -
Leach Line Length: “150 ft Seepage Pit Type: Number of Pits:

Trench Depth: Y ft Length: ft  Width: ft
Rock below Pipe: ', in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: %) (7‘/ F002) é;g fKEcipEnrin ] S-6& bhem

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: S 74/ ﬂ?’éﬁéﬁﬁ- é\/@‘? SHe.P  phones ZLI0-4XV-2)r Date: s =4=49
Calelipaw .  G2015
FOR DEPARTMENT USE ONLY
Approved: Yes _ No __ Date: Final Map Required: Yes __ No
Specialist:
Building Plan Review: Date:
Grading Inspection: Date:
Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-3



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

LR % ‘ o, 3
Assessor’'s Parcel Number: 5’ o "”JU Z 00 Map # Lot# =
. 7 P H . ; "f;mﬁzﬂm 31 . ,
Site Address {':;ﬁ?? D oW, A v RDZ)A Town: _ooncat’ Zip Code:
Owner: Reeczs, by LMS WAL Phone:

Mailing Address: S8Z0 W el p\(}ﬁ\g %Qﬂ”‘”

Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)

Surface: Clomed  Send , teddisn Bovwe Diw , (ODSe (5L 5
2.5 ft below surface: Sand  RWA, DamP Melum  Dence

ft. below surface: Zond | Boodn | Motst Mol DEnse

ft. below surface: ) ‘

ft. below surface:

Depth to Refusal: MNo Rebusu Depth to Groundwater: N ang Lncoppsefed
RECOMMENDATIONS:

Septic Tank: __ \G 00 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: EELER Seepage Pit Type: Number of Pits:

Trench Depth: 4 ft  Length: ft  Width: ft
Rock below Pipe: ¢ in  Total Depth: ft  Cap Depth: ft
Other:

Proposed Structure: _ S/#96LE  Fagsi ﬁ? .otk [ £ bdein

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: S 79| ‘%IM@"” W!Q”X Ste Phone: 74 ~428-3} 5§ Date: & —f={ %
Cavnlbibad Co. %2010

FOR DEPARTMENT USE ONLY

Approved: Yes__ No ___ Date: Final Map Required: Yes _ No ____
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-4



COUNTY OF SAN DIEGO

DEPARTMENT OF ENVIRONMENTAL HEALTH
PERCOLATION TEST REPORT

DEH Control #:

Date:
Activity Code:

Assessor's Parcel Number: ‘\%\” \%@ 2500 Map # Lot# S5
2 O N TN ] 4 ; ; . e
Site Address 530 N Lusl Reod Town: _ 36050l Zip Code: _92.003
Owner: Olzsn Pfeete Ll Phone:
Mailing Address: 9320 W 500508
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
M Gbss 1258 e Ny
P2 ©4.00" ”?ﬁ”xﬁ% bt Wb, 0n 19,40
72 o3.00" 150 '
Li.50" 2.8

Vertical seepage pits: Provide soils fog, uniformity/capacity test results, and calculations on separate 8-1/2” x 11 sheets of paper

TYPE OF SOIL: (clay, silt, sand decomposed granite, etc.)

Surface: Cloney € § S (\M&ﬁ mw e I =
2 ft below surface: _Claves, Sond| Qi Sand . Dire Biwo

ft. below surface:
ft. below surface:
ft. below surface:

Depth to Refusal: _ No Refuss: Depth to Groundwater: NMene, 20 countece )
RECOMMENDATIONS:

Septic Tank: \Son gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: ’)) S0 ft Seepage Pit Type: Number of Pits:

Trench Depth: H ft Length: ft  Width: ft
Rock below Pipe: 2 Total Depth: ft  Cap Depth: ft
Other:

Proposed Structure: 5/%;7/&’ %m}/? Lesipfadinl -6 bder

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: 74/ ﬂ@fméfb é\f{ﬂ\, She. L2 prhone: 740-43%-217TT Date: S —6—/ 7
Corlepp Ca. S2010
’ FOR DEPARTMENT USE ONLY
Approved: Yes __ No ___ Date: Final Map Required: Yes ___ No ____

Specialist:

Building Plan Review: Date:
Grading Inspection: Date:
Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC

PLATE C-5



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:
1 5;\) Sy
Assessor's Parcel Number: ie Map # Lot#_ =% 7
Site Address 0320 W, Wtler Yool Town: D00 Sl Zip Code: 49003

P P TR s
Owner: (e an P)m "“fﬁ*ﬁ”g o Phone:

(I 5o g 4 4
Mailing Address: v WL Keog
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
Py L] Pe (2.00" 12.97
P2 \ﬁ% -Blo (00D lo: L0 04. 9]
Wl

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

Surface: <’2 i (
0.5 f below surface:
ft. below surface:

ft. below surface:

ft. below surface:

Depth to Refusal: _ No Dafi¢o Depth to Groundwater:

RECOMMENDATIONS:

Septic Tank: __\SDD gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: 535 ft  Seepage Pit Type: Number of Pits:

Trench Depth: H ft  Length: ft  Width: ft
Rock below Pipe: %'~ in  Total Depth: ft  Cap Depth: ft
Other: ,

Proposed Structure: 5)»7,/@ Foins g flesrirenttnd =& bd i

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design fo be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: & 7‘»’/ /%fmé:ﬁ% ‘4/&5% Ste. D Phone: 754;) “#‘3 fﬁ?““z/iﬁf Date: g’ﬁ’é mi?

CrwrsZald, CA. 52010
FOR DEPARTMENT USE ONLY

Approved: Yes __ No ____ Date: Final Map Required: Yes ___ No
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-6



COUNTY OF SAN DIEGO DEH Control #

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

Lot# 5%
Zip Code: _ !
Owner: Ox?/‘m |
TNy 5 ¢ P
Mailing Address: o820 W\ by 200¢ge
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
& ) Pe by.50" H5. 353
o & , "# ot Lg, 0o [y =2
= : b5 ¢ b3 [

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11" sheets of paper

Surface: C Ao S&mi
_ 2.5 ft. below surface: _ ¢
ft. below surface:

ft. below surface:

ft. below surface:

TYPE OF SOIL: (clay, silt, sand, decomposed granlte etc%
& ¢ 0 {\
{\

3 % N,
3;’ f AV “ g ))Z,ﬂ sffz 3

Depth to Refusal: __[\No Refucas Depth to Groundwater: Nang  2hcous
RECOMMENDATIONS:

Septic Tank: 3500 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: 140 ft  Seepage Pit Type: Number of Pits:

Trench Depth: 4 ft Length: ft  Width: ft
Rock below Pipe: __ \o- in Total Depth: ft Cap Depth: ft
Other: ‘
Proposed Structure: foﬁﬂ&? 15 %j;ﬁmfh RELILETIAT 57— bdem

WATER SUPPLY: .

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: §7Lij K@/M{'ﬁﬁWﬂﬁ ) SIE. D phone: 740 -438-2/¢ 5 Date: Sﬁémfc?

C aeldsbbak Cu. G200
FOR DEPARTMENT USE ONLY
Approved: Yes _ No__ Date: Final Map Required: Yes ___ No ___
Specialist:
Building Plan Review: Date:
Grading Inspection: Date:
Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-7



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:
) 2 1SD 3500 o
Assessor’s Parcel Number: Map # Lot # 23?
> A Yy i T) o PN . 25 ]
Site Address 5820 W, L Kond Town: %Dﬂ Soty Zip Code: ©1 200 5
Owner: Otean  Boe (R Phone:
Mailing Address: 9 ‘% 7~~/\J W Lo %afmv . %QFCUM
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
P LS L0 < o ¥7. 24
92 L.ot" ’ 907 Pl - [s2.50" 153.33
?ﬁ% ZO i % 50\\
e [ WSho|

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separafe 8-1/2” x 11" sheets of paper

TYPE OF SOIL: (clay, silt, sand decomposed granlte etc.)

Surface: Gty Ssand . Reliial, B DYy

=2 ft. below surface: £ i A0
ft. below surface:

ft. below surface:

ft. below surface:

y

3

Depth to Refusal: ___Ng Lol cal Depth to Groundwater: _ Mone  £iiCayndl e
RECOMMENDATIONS:

Septic Tank: 00 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: == ft Seepage Pit Type: Number of Pits:

Trench Depth: 4 ft Length: ft  Width: ft
Rock below Pipe: _ 17- in  Total Depth: ft  Cap Depth: ft

Other: _RATE grecépRs 20 oy i‘?ﬁﬁefa{*ﬁmé@% BETET
Proposed Structure: ﬁwﬁfﬂé o Ms? fecipintin]l  &~& bl

WATER SUPPLY:
Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:
Address: 5 74/ ﬂé/ﬁ?@a Wm! StE,L  phone: 240-<XF-Z )55 Date: S—~£ 4

FOR DEPARTMENT USE ONLY

Approved: Yes ~ No Date: Final Map Required: Yes _ No
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.O0. 6960-A6-SC
PLATE C-8



COUNTY OF SAN DIEGO

DEPARTMENT OF ENVIRONMENTAL HEALTH
PERCOLATION TEST REPORT

DEH Control #:

Date:
Activity Code:

Assessor's Parcel Number; Map # Lot# 590
Site Address “’?Z* 0 Y Town: _Hofisal’ Zip Code 42005
Owner: QL0 Phone:
: @ p : eﬁ o
Mailing Address: e Lol Weosd 500 Sadt
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
12 toe
“ig

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand decomposed gramte etc.)
Surface: Cionen Sapd, Raoi DR L 100
_ 3 ft below surface: Clams YE v fdus (G40 Mes, Danse s T4

ft. below surface:

ft. below surface:

ft. below surface:

Depth to Refusal: _ o Roly 20

Depth to Groundwater:

RECOMMENDATIONS

Septic Tank: 500 Pump Chamber: gal Surge Tank: gal
Leach Line Length_ iﬂ%fﬁ ft Seepage Pit Type: Number of Pits:

Trench Depth: ft  Length: ft  Width: ft
Rock below Pipe: __ 1\ in  Total Depth: ft  Cap Depth: ft
Other:

Proposed Structure: _S|MELE FAmwn LY 2C 1 1ehTial &= A pr

WATER SUPPLY:
Source of Potable Water:

Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS;

Address: & /791 i%leé;%w bfaq, STE€. D pPhone: 740”4937t Date: = L= §
Carlslogh Ca.
FOR DEPARTMENT USE ONLY
Approved: Yes _ No Date: Final Map Required: Yes ___ No ___
Specialist:
Building Plan Review: Date:
Grading Inspection: Date:
Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008

W.0. 6960-A6-SC
PLATE C-9



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

Assessor’'s Parcel Number: Map # Lot # WM i
wy”) D) P N 4 o
Site Address Oﬂj - Town: 200501t Zip Code: 1200 %
L Phone:

Qwner: D o0
—

Test Test Depth Stabilized Stabilized Average
Hole # Rate Rate Perc Rate
?% ﬁ{f 6" g’@

=
§30 ¢

7.

7y | W

Vertical seepage pits: Provide soils foq, uniformity/capacity test results, and calculations on separate 8-1/2"” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)
Surface: Clowe v Sond ReAudis Beowdy, D, Locte y u
5.5 ft. below surface: (1090, are ety xg@? Se, mm el Dhnce 72y
ft. below surface: ' '
ft. below surface:

ft. below surface:

Depth to Refusal: __ N0 Be,fucan Depth to Groundwater: Nve.  gnlovat 808
RECOMMENDATIONS:

Septic Tank: YRO0D gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: iﬁ%?’i ft  Seepage Pit Type: Number of Pits:

Trench Depth: ﬂ ft  Length: ft  Width: ft
Rock below Pipe: __\2L in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: Sn&L& FQMr Lh [lésimyEntise | =& bdrm

WATER SUPPLY: ‘

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcef and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: 5 24/ %iﬁ?émwﬁ% C7%. L2 phone: 740 =Y 2% -2/ 55 pate: %é@f§
Canlibhzd Coa. §720I0

FOR DEPARTMENT USE ONLY

Approved: Yes _ No Date: Final Map Required: Yes _ No
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-10



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

e
it
s

Yoy £ by
P, b
Zivpmor?

Assessor's Parcel Number: Map # Lot# 3472

t

Town: E)\)ﬂ:‘i Zip Code:

Site Address OB L0 1l

Owner: D Phone:

Mailing Address: %W So

Test Test Depth
Hole #

Test Depth Stabilized Average
Rate Perc Rate

Vertical seepage pits: Provide soils fog, uniformity/capacity test results, and calculations on separate 8-1/2” x 11" sheets of paper

TYPE OF SOIL: (clay, siit, sand, decomposed granite, etc.)
Surface: Cieded Snpd, Viavt Reawnn  Ded 4
2.5 ft. below surface: Clened Suad | Rrow
ft. below surface: “
ft. below surface:
ft. below surface:

Depth to Refusal: __ Mo Yofusst Depth to Groundwater: Mone.
RECOMMENDATIONS:

Septic Tank: __ \500 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: ] g ft  Seepage Pit Type: Number of Pits:

Trench Depth: v ft  Length: ft  Width: ft
Rock below Pipe: _\ o= in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: S/nsétd Papm th JZ2E (I1DERTIa L 57 f STErcob &

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

| have reviewed this percoliation data and design of the subsurface sewage disposal system for this parcel and find the
data and design fo be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: _5 74/ %Zmé% Way, Ste. D prone:_760-43%- 2I&e  pate =6/ 7

FOR DEPARTMENT USE ONLY

Approved: Yes  No Date: Final Map Required: Yes ___ No ____
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.O0. 6960-A6-SC
PLATE C-11



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:
/ 33—\/\ == o
Assessor's Parcel Number: 21503600 Map # Lot# 395

i
!

. ah not
Zip Code: 1 ~PVS

Owner
Mailing Address: % 2’3 |
Test Test Depth Stabilized Stabilized Average
Hole # Rate Rate Perc Rate
2 H4. 00" L. 01
1?— (0. 68" 2y e L
16
(D.on" SRS

Vertical seepage pits: Provide soils fog, uniformity/capacity test results, and calculations on separate 8-1/2” x 11" sheets of paper

TYPE OF SOIL: (clay, silt, sand decomposed gramte etc)
Surface: Chamesy Spn »W Roditein 5

10068 (=)

= ft. below surface: <14 Saned Vhoce -
ft. below surface:
ft. below surface:
ft. below surfacg: ] :
Depth to Refusal: NG Retugs Depth to Groundwater: __ {N&ne
RECOMMENDATIONS:
Septic Tank: ___ﬁ___‘_“_‘g_____ gal PumpChamber:__~ gal SurgeTank__ gal
Leach Line Length: W&  ft  Seepage Pit Type: Number of Pits:
Trench Depth: %L ft  Length: ft  Width: ft
Rock below Pipe: /- in  Total Depth: ft Cap Depth: ft
Other:
Proposed Structure: _Sin¢t € Farnlh f2E5ti2EbT Lo L =6 bd-)m
WATER SUPPLY:
Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: S 29/ f%iﬁ"?f& bdog  SHe. 1> Prone: 2da=4 38311 Date: f“”éﬂv?
b LESZ0L C4g. SLopto

FOR DEPARTMENT USE ONLY

Approved: Yes  No Date: Final Map Required: Yes ___ No ___
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.O. 6'9'60-A6-SC
PLATE C-12



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

ol Map # Lot# 39+

Town: _[2on: Zip Code: |

UM{?’ Phone:

IR - - ",z' . E \
Mailing Address: %ﬂ;g ATRELNNG EJW@ %O(\Sm\\

Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate

IR Y

1 3(»«" -
i H
i i

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etfc.)

Surface: Cromed Sond, ‘m ‘ DM,
Y ft. below surface: __ (| Y Patu Daml, npos Dence
ft. below surface:
ft. below surface:
ft. below surface:
Depth to Refusal: __ Mo Db Sut Depth to Groundwater: r\)@(\
" RECOMMENDATIONS:
Septic Tank: _ {500 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: __ — ft  Seepage Pit Type: Number of Pits:
Trench Depth: 4 ft Length: ft  Width: ft
Rock below Pipe: Y in  Total Depth: ft  Cap Depth: ft
Other: /h/& DEH prinpe,  fERLe pem sl f"bp/«ﬁ‘;’&’?’ﬂli TET)76 .
Proposed Structure Smcw Fapl I Tl 5=t bhrg
WATER SUPPLY:
Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: 5 741 %/Wgﬂ“ lfl’ﬁ? ; Sts. }:} Phone: /4 - ﬁf’j 7=3/51  pate =477
Canlsizap Ca- 97210

FOR DEPARTMENT USE ONLY

Approved: Yes ___ No___ Date: Final Map Required: Yes ___ No____
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-13



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:
‘{\X} ! ,’A Py A D W?/‘” .
Assessor’s Parcel Number: I~ Map # Lot# &
d9 02
Siteé Address Town: _{500Sall Zip Code: 154085
owner: __(Lenn i . fooms LA O Phone:
Mailing Address:
Test Test Depth Stabilized Test Depth Stabilized Average
Hole # Rate Rate Perc Rate
Pl § )
= ; nNan
vs
it bl 2 L‘fj”

Vertical seepage pifs: Provide soils ioq, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand, decomposed granite, etc.)
Surface: SUAY Sand | Lot Blowo . DIV 0ol Yinre  {ootg
3 ft below surface: _ Qe <o Darv Biowa . Do,
ft. below surface: ) ‘ '
ft. below surface:
ft. below surface:

Depth to Refusal: __[NO Rebu <yt Depth to Groundwater: Noone  2ouetel
RECOMMENDATIONS

Septic Tank: gal Pump Chamber: gal Surge Tank: gal
Leach Line Length. ft Seepage Pit Type: Number of Pits:

Trench Depth: 4 ft Length: ft Width:

Rock below Pipe: __ '}~ p in  Total Depth: ft Cap Depth:
Other: LAl ¢ £ PRIFIP il |, f2 L

oo E02fF B Thom 2]

w4
i

=& Rphhy

" Proposed Structure: 5“‘16 Le Frmpt ) & i€

WATER SUPPLY:
Source of Potable Water: Well Permit Number:

| have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: 5‘47'4’// %/Mé% Wﬁg : f:f’% };} Phone: 7£ :ﬁ’j%ﬁ ”‘“?‘jf f;qm Date: gﬁ““é"’f 7
Capl CRAD ,Ca. F20)0

FOR DEPARTMENT USE ONLY
Approved: Yes ___ No Date: Final Map Required: Yes _ No
Specialist:
Building Plan Review: Date:
Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-14



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

Assessor's Parcel Number: PRADRE Map # Lot#_O7h

Site Address Town: 13605 1 Zip Code: 920073
Owner: Phone:
Mailing Address:
Test Test Depth Stabilized Test Depth Stabilized Average
Hole # Rate Rate Perc Rate
“ ‘ La. L7
.00

Vertical seepage pits: Provide soils fog, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, silt, sand decomposed granite, etc.)

Surface: Clrsevy Spnd - Reddisy, Bidwn  Dry  tooSe
2.5 . below surface: Cimer)  Sand Riown PWr‘m?e

ft. below surface:  Clodey, Sand [ <ous Sand _Diiye Bo
ft. below surface: ’

ft. below surface:

Depth to Refusal: _ N0 Pofucal Depth to Groundwater: None  20Counteore
RECOMMENDATIONS:

Septic Tank: 1500 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length 520 ft Seepage Pit Type: Number of Pits:

Trench Depth: 4 ft Length: ft  Width: ft
Rock below Pipe: Ve in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: _SinG L& Farmilh =& RAcm,

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

{ have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:
Address: & 241 Prlmén |

e £ F G
Date: 5 —( 74 7

re

FOR DEPARTMENT USE ONLY

Approved: Yes  No Date: Final Map Required: Yes _ No
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-15



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

R

i‘._&‘iji .

D
&

Site Address

Owner:

Mailing Address:

Test Test Depth Stabilized Stabilized Average
Hole # Rate Rate Perc Rate
23

i | H =
v Yy e AR

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11" sheets of paper

TYPE OF SOIL (clay, silt, sand, decomposed granite, efc.) y
Surface: BLEIR (;w“w& %“{\Dwm Dy {

2.5 ft below surface, %

H ft. below surface:

ft. below surface:

ft. below surface:

[P E A

Depth to Refusal: No @dg,%,ksﬁ,@ Depth to Groundwater: Norg
RECOMMENDATIONS:

Septic Tank: __ {000 gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: _{1 2% 25 ft Seepage Pit Type: Number of Pits:

Trench Depth: . ft Length: ft Width: ft
Rock below Pipe: ﬁz Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: ﬂfm% k. €apm E,,ME egipénria | 2~ 2 |Tdvim

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologlst REHS:

Address: Date
FdR DEPARTMENT USE ONLY
Approved: Yes  No__ Date: Final Map Required: Yes ____ No____
Specialist:
Building Plan Review: Date:
Grading Inspection: Date:
Water Sample Analysis Results: Date:

Percolation Test Report Form
Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-16



COUNTY OF SAN DIEGO DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

Assessor’s Parcel Number: LGB0 Map # Lot # %\
Site Address 300 L Lol \L;w\cg Town: 1200Satt Zip Code:
s Gloste T, P
Owner: O ii/&f/(ﬁv!ﬁf ’i.//é'- e \K’f}\,‘?ﬁf\ oy
(- 9@ 3 i:’ #
Mailing Address: ___ 0 W. Ll Yo
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
X (L oo Ps ' 1S "
bz (. 6 Flo 1S 4L 2a
P?} "{\pg t{J ‘
?VK { \D‘\ C r\ - “’/

Vertical seepage pits: Provide soils loq, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, snlt sand, decomposed granite, etc.)
Surface: Qg Sondd [/ Sandy Gd LIkt Brawn Dr2 | taose,
@Q ft. below surface: ardt Olew . Rrow0. Dam® . Lrsse — e
ft. below surface: ey | Dare  @owa', Mptor [
ft. below surface: E
ft. below surface:
Depth to Refusal: __ [\o Lefusn Depth to Groundwater: None  @Neoundere |

RECOMMENDATIONS
Septic Tank: L&

Leach Line Length:
Trench Depth:
Rock below Pxpe

Pump Chamber: gal Surge Tank: gal
Seepage Pit Type: Number of Pits:
ft  Width:

Cap Depth:

3y 43

Proposed Structu re:

WATER SUPPLY:
Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address:

FOR DEPARTMENT USE ONLY

Approved: Yes ____ No ____ Date: Final Map Required: Yes __ No
Specialist:

Building Plan Review: Date:

Grading Inspection: Date:

Water Sample Analysis Results: ~ Date:

Percolation Test Report Form

Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-17



COUNTY OF SAN DIEGOD ‘ DEH Control #:

DEPARTMENT OF ENVIRONMENTAL HEALTH Date:
PERCOLATION TEST REPORT Activity Code:

NG ‘ > .9
Assessor’s Parcel Number: D 2000 Map # Lot # L}

Site Address D320 U {pad Town: (00 St Zip Code:

Owner: {A)ud‘ %é VS : V’;,/xf_/ Phone:

Mailing Address: O 2320 (SRR EATYS QD(_}@ . i@vgw
Min/ (0.
Test Test Depth Stabilized Test Test Depth Stabilized Average
Hole # Rate Hole # Rate Perc Rate
P [£.00" 0.8
T2 270" A
P o oo’ b
P PEate)

Vertical seepage pits: Provide soils log, uniformity/capacity test results, and calculations on separate 8-1/2” x 11” sheets of paper

TYPE OF SOIL: (clay, snt sand, decomposed granite, etc)

Surface: Cund | 0l ,l\/ﬁv wauqk by
©.5  ft. below surface: __ Fene — ‘

ft. below surface: __Fine - ¢

ft. below surface:

ft. below surface:

Depth to Refusal: __{\};, B Yo lusan Depth to Groundwater:

RECOMMENDATIONS:

Septic Tank: __ DD gal Pump Chamber: gal Surge Tank: gal
Leach Line Length: 200 ft  Seepage Pit Type: Number of Pits:

Trench Depth: if ft  Length: ft  Width: ft
Rock below Pipe: A in  Total Depth: ft Cap Depth: ft
Other:

Proposed Structure: _ Ban_#1 /¢ .

WATER SUPPLY:

Source of Potable Water: Well Permit Number:

I have reviewed this percolation data and design of the subsurface sewage disposal system for this parcel and find the
data and design to be accurate and in compliance with state and local regulations, and good engineering practice.

Registered CE, PE, Geologist, REHS:

Address: £ 7}  Phone: -y Ty Date: %
Crmd sy "'Saweo
FOR DEPARTMENT USE ONLY
Approved: Yes __ No Date: Final Map Required: Yes ___ No ___
Specialist:
Building Plan Review: Date:
Grading Inspection: Date:
Water Sample Analysis Results: ~ Date:

Percolation Test Report Form
Revised April 24, 2008 W.0. 6960-A6-SC
PLATE C-18
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